Control Modul e Type - Railway_Safety ProjectLib.Camera_Calibration_System- Track_ Calibration

(*Canera calibration*)
(*Uses train 1 and train 2 for Y-position calibration*)
if CamDbData.Btn_Calibr_Track Nr then

Cam Dat a. Trai nl1_Y_Pos: =ABS(Trai n1_Y_Pos);

Cam Dat a. Trai n2_Y_Pos: =ABS( Tr ai n2_Y_Pos) ;

if ABS(Trainl_Y Pos) >= Trackl Calibration_Value and ABS(Train2_Y Pos) >= Track2_Calibration_Val ue then

Cam Dat a. Track_Nunber _Cal i brati on: =True; (*The position of the camera is correct, the green lanp |ights¥*)
Cam Dat a. Trai n1_Y_Pos: =ABS( Trai n1_Y_Pos) ;
Cam Dat a. Trai n2_Y_Pos: =ABS( Tr ai n2_Y_Pos) ;

el se

Cam Dat a. Track_Nunber _Cal i brati on: =fal se; (*The position of the camera is incorrect, the red lanp |ights*)
End i f;

el se
Cam Dat a. Trai n1_Y_Pos: =0;
Cam Dat a. Trai n2_Y_Pos: =0;
Cam Dat a. Track_Nunber Cal i brati on: =f al se;
End_i f;
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